
EZ100
Single Door Unit

EZ200
Double Door Unit

EZ800*
Garage Door Unit

maximum 
opening:

39" W x 84" H 84" W x 84" H 96" W x 96" H

48" W x 96" H 96" W x 96" H 108" W x 96" H

120" W x 96" H

192" W x 96" H

Larson offers a complete line of 
retractable screen products to fit almost 
any opening in your home. Enjoy all the 
functionality of a traditional screen 
without compromising your opening.

Pull handle with full 
length magnetic seal

Low profile cassette 
hides in door frame

White

Brown

Sandstone
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Retractable 
Screens

*EZ800 only available in white



Installs in less than an hour.

• Phillips screwdriver
• Measuring tape
• Needle nose pliers
• Utility knife
• Drill and drill bits
• Power miter saw or hacksaw with miter box

Measure and Cut
Measure the opening and cut unit (including rails)  to 
size using a hacksaw or power miter saw.

Mount Screen Cartridge
Attach clips and snap cartridge into place.

Secure Track
Mount top and bottom rail and magnetic latch rail 
with screws provided.
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•	 Mounts to most frames over inswing, outswing or sliding doors
•	 Cuts to size to fit your exact opening
•	 Low profile cassette hides in door frame
•	 Screen disappears out of sight when not in use
•	 Keeps out unwanted pests and bugs
•	 Absorbs impact and resists tearing when pushed
•	 Maintenance-free finish
•	 Limited one year warranty on mechanical parts

	 Single Openings	 Double Doors	 Garage Doors
	 and Patio Doors

Fits all types of doorways.

Tools needed for installation
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